NOTE: SEE PRODUCT QUALITY CONTROL PLAN (FILE NAME MAKN95-910VPQP1 .DOC) FOR MATERIALS TYPE, TEST 


SPEC INSPECTIONS, CLASSIFICATION OF DEFECTS, TEST METHODS AND PROCESS FLOW CHARTS. 
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LIMITED WARRANTY 
IMPORTANT NOTICE TO 
PURCHASER: 
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This limited warranty is made in few of the warranties 
of merchantability, fiteess for particular purposes and 
all other warranties, express or implied. There are no 
other warranties which extend beyond the description 
on the face hereof. The physical standards amd specifi- 
cations of Maknite will be met 
iby 8 scaled, 
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S - Special or Critical User's instructions: The model 109015610301761090186109021 fitering facepiece respirator 
has been manufactured ty Approval Halder MAKRITE for Company TSINGTAO under TC-84A-332367C-84A-39048TC-84A-40B1, 







Particulate 
Respirator 


Exclusive Remedies: damages for the breach of this 
limited warranty are limited to the replacement of such 
quantity of Makrile, products proved to be delectively 
manufsctored. Except as provided above, Makrite shall 
nev be linble or responsible for any loss, damage, or 
lability, direct, indirect, incidental, spectal, or corse 
quential, arising owt of sale. use, or misuse, or ihe 
inobility to ase prodwcts by the weer, 


SERVICE TIME LIMITATION 


I. Do not use the same respirator for more than 8 hours, cowlinuous or intermittent, in dirty 
workplaces thal could resalt in high filter konding. 

. Leave contaminated area and remove respirator if breathing becomes difficult of proper fit canned 
be obtained of the respirator is damaged, soiled, of distorted, Do not use the same respirator again 
once removed. 

» The maximum service time of this respérator is five (3) consecutive calendar days (imcluding days 
of non-use), beginning from the fire day of use. 


TSINGTAO SAFETYLAND OO, LID 
Foon 3-2-1401, No.9, Zhang chower B.oad, Shi nan District, Qingdao, China 


NIOSH Approved Product 
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20 PCS 


10 PCS 


20 PCS 


10 PCS 


WARNINGS: 

|. Wearer must read fitting instructions 
and use limitations before use. 

2. This respirator does not protect against 
the risk of contracting disease 
or infection, 

3. Individuals highly sensitive to 
natural rubber latex may have an 
allergic reaction. 


. Before use, must be fit tested either 
quantitatively or qualitatively by a qualified 
fit tester before using the respirator in a 
contaminated enviroment as per the OSHA 
guidelines, 1910.134. 


Made in China 


FITTING INSTRUCTIONS: 


Step 1 

Hold respirator in your hand as 

shown, with the nosepiece at your 
fingertips and the headbands hanging 
freely below your hand. Inspect to make 
sure that there are no pin holes in the 
staple locations 


Step 2 

Place respirator under your chin with 
the nosepiece up. Pull the top head- 
band to top back of head. 


Pull the bottom headband overhead 
and place around neck below ears. 


Step 4 

Adjust headbands for comfortable fit. 
Push the nosepiece inward with your 
fingertips to conform to the shape of 
your nose, 


The respirator should be fit checked for each wearing. Place both 
hands completely over the respirator and exhale. If air leaks around 
nose or the edges, adjust the nosepiece and/or headbands until a good 
fit is achieved. Fittering facepieces are to be inspected prior to each 
use to assure there are no holes in the breathing zone other than the 
punctures around staples and no damage has occurred. Enlarged holes 
resulting from ripped or torn filter material around staple punctures 
are considered damage. 


TSINGTAO SAFETYLAND CO.,LTD 
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